Doctoral Thesis

Modular High Bandwidth Switch-Mode Three-Phase AC Voltage Source

Author(s):
Boillat, David O.

Publication Date:
2016

Permanent Link:
https://doi.org/10.3929/ethz-a-010725317

Rights / License:
In Copyright - Non-Commercial Use Permitted

This page was generated automatically upon download from the ETH Zurich Research Collection. For more information please consult the Terms of use.
Errata for Diss. ETH No. 23343

Modular High Bandwidth Switch-Mode Three-Phase AC Voltage Source

- Fig. 3.52, p. 167: Caption: ... (c) and (d) represents the conventional CM filtering ...

- Fig. 3.53, p. 170: In the box in (c), where the five curves are labeled, it should be referred to Fig. 3.52 instead of Fig. 3.53.

- p. 172, l. 18: Third point of the enumeration starting on p. 171: ... on the achievable attenuation because $C_{cm,0,pe} \gg C_{sc}$.

- Fig. 3.54, p. 173: In the box in (c), where the five curves are labeled, it should be referred to Fig. 3.52 instead of Fig. 3.53.

- p. 174, l. 14: Third paragraph: ... between $y$ and ground (PE) [cf. Fig. 3.52(d)], is widely used in industry ...

- p. 187, l. 14: First paragraph of Section 3.5.5: ... requires four stacked CM choke cores and features ...

- p. 189, l. 4: First paragraph: ... (condition 6 in Tab. 3.18).

- p. 189, l. 8: First paragraph: ... for selected DM CM and CM DM capacitances, ...

- Fig. 3.66(b), p. 211: Misalignment of some labels on the ordinate in the lower graph.