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Abstract For improving the mechanical properties of fibre reinforced concrete one can either
increase the fibre content, use hybrid fibre
systems, or one can attempt to align fibres in
the direction of stress. In this paper, it is
attempted to use the flow-properties of the fresh
(self-compacting) concrete to change the fibre
distribution and orientation. Using a single mixture of fibre reinforced concrete, containing 3%
of 30 mm long straight steel fibres, the fibre
distribution and orientation was determined in
three different parts of a ‘U-shaped specimen’
where the concrete could flow in three different
directions. The fibre distribution and orientation
was determined from a CT-scan. Flexural tests
show that the mechanical behaviour depends on
the fibre distribution and orientation, which can
be affected by changing the viscosity of the fresh
mixture.
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1 Introduction
Compaction may have a significant influence on
the properties of fibre reinforced concrete. In
particular fibre orientation and fibre distribution
may be affected, especially when vibration needles are inserted in the fresh concrete. With the
development of self-compacting concrete, the use
of vibrational energy for compaction has become
obsolete, and with current generation of superplasticizers it is possible to develop self-compacting fibre concrete as well [1–4]. Increasing the
amount of fibres may have a positive effect on the
mechanical properties, but because fibres are not
all necessarily aligned in the direction of stress,
the effectivity is debatable. Better would be to
align fibres in the direction of stress, which might
lead to improved performance of FRC in a
structure, probably against lower cost. Not only
strength should be considered, but also ductility.
Aligning fibres has been tried in the past under
a variety of circumstances. Recently a method
based on magnetic fields was proposed by Linsel
[5]. For SIFCON, fibre alignment can be achieved
by sprinkling fibres in a narrow space, or in very
thin elements [6, 7]. Moreover, during extrusion
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of FRC, fibres align in the longitudinal direction
as well (see for example [8]), leading to quite
some anisotropy with, probably the related differences in properties in the different directions.
As mentioned, the development of self-compacting concrete leads to easier placement of the
fresh material, and the fibre distribution and
orientation is not affected since compaction
becomes obsolete. An interesting idea is to
investigate to what extent the flow properties of
the fresh material can be used to affect the fibre
distribution and orientation, and to see if a
possible influence on the mechanical properties
emerges. In this short paper some preliminary
experiments are reported that confirm that the
idea is basically correct, and that mechanical
properties are improved when fibres are aligned.
After a description of the used materials and
specimens, results of Computer Tomography
experiments using the CT-scanner at University
Hospital Zurich are presented. Next the results
from mechanical experiments are given, and a
possible explanation of the observed behaviour is
debated.

Materials and Structures (2008) 41:189–196
Table 1 Mix proportions for the three different mixtures
(values are for 1 m3 concrete)
Mixture 1 Mixture 2 Mixture 3
Cement CEM I 52.5R*
Fly ash
Silica fume
Sand 0–1 mm
W/b-ratio
Ø6/30 mm steel fibres
(volume percentage)
Super plasticizer
(weight percentage
of the cement)

1,008 kg
169 kg
95 kg
760 kg
0.17
3

1,006 kg
169 kg
95 kg
758 kg
0.17
3

1,004 kg
168 kg
95 kg
757 kg
0.17
3

1.8

2.0

2.2

* Classification according to EN 197-1 (Cement type I
(Portland cement) with a standard compression strength of
52.5 MPa)

2 Material, specimens and fresh concrete tests

Fig. 1 Ø6/30 mm steel fibre

As mentioned, the aim of this research was to
determine the influence of the flow behaviours of
fibre reinforced concrete (i) on the orientation
and distribution of the fibres and (ii) on the
mechanical properties. Three mixtures, which
only differ in the amount of super plasticizer,
were investigated. Table 1 gives detail information about the mentioned mixtures and Fig. 1
shows an image of the used fibres.
Because of available techniques to determine
the fibre orientation and fibre distribution
(namely CT-scan combined with manual counting), relatively large fibres were used (Fig. 1).
Such large fibres have the advantage that they can
be detected by means of medical computer
tomography with a resolution of 0.4 mm. Moreover, because of their size large fibres can also be
easily counted manually. The theoretical number
of fibres per cm2 in a cross-section, in a material
with 3 vol% of fibres is 10, which simplifies
manual counting as well. To ensure that the fresh

Fig. 2 Small and large slump flow cones

concrete is influenced by the super-plasticizer
only, for all the mixtures the mix procedure was
the same. After mixing cement, fly ash, microsilica and sand with water and superplasticizer for
4 min, the fibres were added and the concrete
mixture was mixed for another 4 min. The fresh
concrete behaviour was determined by performing small and large slump flow tests. The geom-
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etry of the two slump flow cones is given in Fig. 2.
The air content was also measured. All results are
gathered in Table 2.
Table 2 shows that the flow behaviours of the
mixtures really differ. This result was expected and
shows that with only small changes in the amount of
super plasticizer, the diameter of the slump flows
can be changed significantly. With an increasing
slump flow the air content decreases due to the fact
that a better flowing concrete also better vents.
In order to determine the influence of the
fresh concrete behaviour on the fibre distribution
and orientation, and on the mechanical properties, a so-called ‘U-mould’ was developed. This
U-shaped mould was designed in such a way that
the concrete first flows down (Fig. 3, branch
‘‘A’’), secondly, flows horizontally (Fig. 3, branch
‘‘B’’), and finally rises again (Fig. 3, branch ‘‘C’’).
After demoulding the 3 specimens (prisms of size
70 · 70 · 280 mm3) were cut out, one from each
branch of the ‘U-specimen’. The prisms fitted in
the pendulum-bar four-point bending test set-up
that was recently developed at the Institute for
Building Materials [3]. From the bending tests
the ‘elastic’ flexural strength was determined and
the global load-deformation diagrams. To determine the fibre distribution and fibre orientation
the specimens were tomographed in a medical
CT-scanner (see paragraph 2). From one
Table 2 Results from the fresh concrete tests

Small slump flow
Ø (cm)
Large slump flow
Ø (cm)
Air content (%)

Mixture 1

Mixture 2

Mixture 3

16

20

22.5

45

59

64

5.1

5.0

4.2

Fig. 3 ‘U-shaped mould’
with locations where
three 70 · 70 · 70 mm3
prisms are cut-out after
hardening

‘U-specimen’ three prisms, each from a different
location, were analysed (see Fig. 3, prisms
marked ‘‘A’’, ‘‘B’’ and ‘‘C’’ for the ‘falling’
‘horizontal’ and ‘rising’ parts of the ‘U-specimen’, respectively).
To avoid that the material would fall into the
mould during the casting process and the fibres
would align, or even segregate, due to the free fall
of the material, the U-mould was tilted and the
material could flow from the shovel into
the mould. This procedure was applied for all
the mixtures. Images of the casting process are
given in Fig. 4.

3 Fibre orientation and fibre distribution
from CT-Scan experiments
To analyse the fibre distribution and orientation
in the interior of a specimen the specimen can be
cut into slices and the fibres can be counted, or it
can be computer tomographed and the 3D
reconstructed specimen can be cut into virtual
slices that can be analysed. The advantage of the
tomography is that it is a non-destructive method
and specimens can be used for other experiments,
for example pendulum-bar four-point bending
tests. One specimen of each mixture and branch
was tomographed in a Siemens SOMATOM
Sensation 64 at the University Hospital in Zurich
with a resolution of 0.4 mm per voxel. Figure 5
shows a reconstructed specimen.
In order to compare the specimens, two
different sections were analysed: a cross-section
and a longitudinal section as shown in Fig. 6. The
images of the longitudinal section showed how
the fibres were aligned in the specimen and the
cross-section could be taken to confirm the results
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(a)

(b)

Fig. 7 Longitudinal sections of the centre of a specimen
and a section near to the mould

Fig. 4 Casting of the ‘U-shaped’ specimen: the mould is
given an inclination to prevent free fall of the concrete
along the ‘‘A’’-side

Fig. 5 Left: Three different orthogonal slices through a
reconstructed FRC specimen from a CT-scan. Right: 3D
reconstruction of the steel fibres only

Fig. 6 Nomenclature for the different cross-sections used
in the paper

from the longitudinal section, i.e. the more the
fibres are aligned the less fibres can be seen/
counted in the cross-section [4]. The longitudinal
section also gave an idea about the flow profile of
the fresh concrete (Fig. 7b).
Figure 7 shows two longitudinal sections of the
‘‘C’’ prism (rising branch) from Mixture 2, one
section of the centre of the prism (top image) and
one of the areas near the wall (bottom image).
This figure clearly shows that fibres align with the
flow of the concrete. It can also be seen that the
faster the concrete flows (center part of Fig. 7a)
the better fibres align. Moreover, it appears that
the flow velocity is not constant over the whole
cross-section because the fibres are not aligned
over the whole area. In the centre the flow is
faster than near the walls, which is typical for a
material like fresh concrete [9]. What remains,
however, is the question about the shape of the
flow profile. A flow profile can be deduced from
the image of the longitudinal section near the
mould/wall (Fig. 7b). A possible model is given in
Fig. 14, which will be discussed further-on in this
paper.
A comparison of the fibre distribution and
alignment between the different mixtures can be
made by comparing images of centre longitudinal
sections of ‘‘B’’ prisms (horizontal branch).
Figure 8 shows such an image of a centre longitudinal section for each mixture. The top of each
image corresponds to the top surface of prism
‘‘B’’ during casting and hardening. In Mixture 1
the fibre alignment and distribution is similar to
the one from Fig. 7 (i.e. wall longitudinal section),
which leads to the assumption that flow profiles in

Materials and Structures (2008) 41:189–196

193

Segregation can have a negative effect in constructions where a constant tensile stress over the
whole cross-section is expected. However, also a
positive effect could emerge, for example, in a
flexural beam with the majority of fibres aligned
along the tensile stressed part of the beam.
The total number of fibres in four different
cross-sections of each prism were counted and
investigated. Figure 9 shows the location of the
analysed cross-sections. Two cross-sections in
the middle of the prism and at each end of the
prism (in-flow and out-flow) a cross-section
were analysed and the results are presented in
Fig. 10.
For quantitative assessment of the fibre
alignment the total number of fibres in a
cross-section was determined. The more fibres
that can be counted in a cross-section the better
fibres are aligned, under the assumption that
fibres are uniformly distributed. If the fibres are
perpendicular to the cross-section, and uniformly distributed, most fibres can be counted;
if the fibres are parallel to the cross-section, and
uniformly distributed, least fibres can be
counted [4]. The variation of the numbers of
fibres per cross-section in the prisms is shown in
Fig. 10. It can be seen that the different crosssections have different total numbers of fibres
but the progress of the number of fibres in the
prisms is more or less constant. Figure 10 shows
that the progress of the counted fibres in the
‘‘A’’ prisms increases from the ‘in-flow’ to the
‘out-flow’, which means that the alignment of
the fibres increases with the flow distance. The
total fibres-count also increases with the flow

(a)

(b)

(c)

Fig. 8 Longitudinal centre sections of the prisms ‘‘B’’ for
each of the three tested mixtures

Fig. 9 Analysed cross-sections in a prism

longitudinal sections are equal. Figure 8 also
shows that the better the concrete flows the more
the fibres align. In mixture 1, with a small slump
flow of 16 cm, hardly any fibre alignment can be
observed, while in mixtures 2 and 3 (with 20 and
22.5 cm slump flow diameter, respectively), the
fibres were nicely aligned in the direction of
concrete flow. Another phenomenon that can be
observed is the fibre segregation in mixture 3.
Fig. 10 Results from the
fibre counting of the
various cross-sections for
mixtures 1–3 and the
prism positions ‘‘A’’, ‘‘B’’
and ‘‘C’’

A

B

C
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4 Discussion: fibre distribution and flexural
behaviour

Fig. 11 Results from the four-point bending test

ability of the fresh concrete. By comparing the
three mixtures, mixture 1 shows least fibres and
mixture 3 has most fibres, or in different words
less viscous concretes have an improved fibre
alignment. The ‘‘B’’ and ‘‘C’’ columns show that
the total fibres-count in mixture 3 decreases due
to fibre segregation. The concrete viscosity is
thus an important parameter; if the material is
not viscous enough, segregation may occur, but
it will depend on the typical structural application whether this is beneficial or not. The
discontinuity of the progress of mixture 1 in
the ‘‘C’’ prism is caused by the fact that the
material did not ‘level-out’ properly and the
specimen was cut out only 2 cm from the end of
the rising branch of the ‘U-specimen’.

Fig. 12 Comparison
between the counted
fibres per cross-section
(left Y-Axes) and the
bending strength (right YAxes). The solid line
shows the results from the
four-point bending test;
dots, squares and
diamonds are results from
fibre counting

In order to determine the mechanical properties
four-point bending tests were performed. The
specimens were the same as used for the CTscans. To normalize the results the elastic bending
strength (fbmax = Mmax/W) was calculated and all
the results are presented in Fig. 11. Figure 11
clearly shows that the bending strength increases
with the increasing ‘flow-ability’, except in the
‘‘C’’ prisms, where the fibre segregation seems to
have a negative influence on the bending strength.
Nevertheless the bending strength is still on a
relatively high level of 25 MPa. The fibre segregation is also the reason why the bending strength
of the ‘‘C’’ prism from mixture 3 is lower than the
bending strength of the ‘‘B’’ prism from mixture
3. The progress of the bending strength of the

Fig. 13 Elastic bending stress versus deflection diagram
from four-point bending test on ‘‘B’’ prisms
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Fig. 14 Explanation for
fibre alignment in flowing
concrete

‘‘C’’ prisms in Fig. 11 is constant: the bending
strength does not increase with the increase of the
‘flow-ability’ due to the fibre-segregation. The
material was not able to transport the fibres all
the way up to the ‘‘C’’ prisms but the fibres that
travelled the whole distance were aligned. Thus,
the increase of strength due to fibre alignment
and the decrease due to segregation seem to
compensate. For the ‘‘B’’ prisms were an increase
of bending strength of 40% was measured, the
effects of fibre alignment and fibre segregation
amplify. Finally the ‘‘A’’ prisms are only influenced by the alignment of the fibres: an increase
of the bending strength of 30% was observed.
In Fig. 12 the prisms were arranged according
to their bending strength; in Fig. 13, examples of
stress-deformation curves, derived from fourpoint bending tests are shown. It can be seen
that with increasing fibre-count per cross-section
the bending strength increases as well. This
diagram shows that the alignment of the fibres
improves the mechanical properties of fibre reinforced concrete. But why do fibres align? To the
authors opinion the fibres align because of the
flow profile. A possible simplified model is shown
in Fig. 14. Different flow velocities affect the
fibres and may cause the fibres to rotate in such a
way that they align with the flow of the material.
The effect is stronger at higher flow velocity or
when the velocity can affect the fibre for longer
time, (i.e. lower viscosity or longer flow duration).
Suggestions of different flow velocities can be
derived from Fig. 7b and to a less extent from
Fig. 8a. More experiments and numerical simulations should have to be carried out for validating
the above mentioned model.

5 Conclusions
From the relatively small number of experiments,
the following conclusions can be drawn:

–

Fibres align with the flow of the fresh concrete
(see for example Fig. 8b).

–

When the fresh concretes flows through a
mould, a certain flow profile develops, most
likely due to frictional restraint along the walls
of the mould (Figs. 7b and 14).

–

There is a correlation between bending
strength and fibre alignment: better fibre-alignment leads to a higher bending strength (see
Fig. 12).

–

Fibre segregation can lead to a much higher
bending strength than expected due to fibre
alignment only, at least as long as the
segregated fibres are located along the tensile
stressed part of the beam.

–

The strength of a structure made of fibre
reinforced concrete is dependent of the fibre
alignment and fibre distribution, which both
can be influenced by the viscosity of the fresh
concrete.

–

After a certain flow distance the bending
strength due to fibre alignment does not
increase any further.
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