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2Geological Institute and Oeschger Centre for Climate Change Research, University of Bern, Baltzerstrasse1+ 3, 3012Bern, Switzerland

Accepted 2021 July 29. Received 2020 September 14; in original form 2021 July 14

S U M M A R Y
Single-station and array ambient vibration techniques are widely used in onshore environments,
in particular to retrieve the subsurface structure and shear-wave velocity pro�les. We apply
these techniques offshore in Lake Lucerne (Switzerland) using single-station and array Ocean
Bottom Seismometer (OBS) data. This lake has experienced tsunamigenic subaquatic slope
failures in the past and still has sediment-charged slopes that might fail in the presence
of a seismic or aseismic trigger. The application of traditional onshore methods offshore
brings additional challenges related to the processing of recorded data. To overcome these
challenges, we perform multibeam bathymetry surveys to precisely locate the OBS on the lake
�oor and airgun shootings to determine the orientation of the horizontal components of the
seismometer and to correct the time drift of the recorder. Then we obtain surface-wave phase
velocity dispersion curves of Scholte and Love waves, and Scholte wave ellipticity curves at
six subaquatic slopes. After the estimation of the dispersion curves, we deal with their modal
identi�cation using mode attribution analysis. The shear-wave velocity and thickness of the
sedimentary layers at the investigated slopes are inferred using a transdimensional Bayesian
inversion algorithm. The resolved velocity pro�les show very low shear-wave velocities in
shallow lake sediments and allow us to improve the understanding of the local stratigraphy. This
research contributes to the assessment of stability and tsunamigenic potential of subaquatic
slopes in Lake Lucerne.

Key words: Tsunamis; Earthquake hazards; Seismic noise; Site effects; Surface waves and
free oscillations.

1 I N T RO D U C T I O N

Ambient vibration techniques are non-invasive passive seismic
methods based on the analysis of natural and anthropogenic seis-
mic noise. They allow measuring the fundamental frequency of
resonance, estimation of the dispersion and ellipticity curves of
surface waves, and extraction of the shear-wave (S-wave) velocity
pro�les by inverting the measured curves (e.g. Tokimatsu1995;
Scherbaumet al. 2003; Michel et al. 2014; Foti et al. 2018; Hol-
lenderet al. 2018), that is especially important to understand the
structure and seismic response of potentially unstable slopes (Cour-
boulex et al. 2020). Unstable slopes underwater can fail and, if
the volume of failed sediment is large enough, generate tsunamis.
This can also happen in lakes and can represent an important nat-
ural hazard for densely populated shores. The failure of subaquatic
slopes is primarily triggered by seismic impact or by excess pore
water pressure generation (Schnellmannet al.2006; Stegmannet al.

2007; Strasseret al. 2011; Strupleret al. 2018; Sammartiniet al.
2019).

To assess the failure potential of different subaquatic slopes and
to estimate the sediment volume susceptible to failure, we need to
resolve the subsurface structure of the slope, its seismic response,
and sediment properties; in particular, we need to infer theS-wave
velocity depth pro�le at the target locations. The preference for
the offshore site characterization is usually given to active seismic
experiments rather than passive ones (Kleinet al.2005; Kugleret al.
2007; Exley et al. 2010; Soccoet al. 2011; Vannesteet al. 2011;
Long et al. 2020), although ambient vibration methods are more
environment-friendly (Frisk2003) and economical than most active
seismic data acquisition techniques. We transfer the state-of-the-art
experience of onshore site characterization using ambient vibration
techniques (Michelet al. 2014; Fäh et al. 2016b; Hobiger et al.
2016, 2021) to the shallow water environment in a lake to assess
the subsurface structure and seismic response of the sediments,

C� The Author(s) 2021. Published by Oxford University Press on behalf of The Royal Astronomical Society. This is an Open Access
article distributed under the terms of the Creative Commons Attribution License (https://creativecommons.org/licenses/by/4.0/), which
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and to contribute to the experience of offshore passive seismic
experiments.

We select Lake Lucerne in central Switzerland as a test site for
our experiments, as this lake has experienced historical tsunamis
in the past, for example in 1601 AD, triggered by theMw 5.9 Un-
terwalden earthquake (Siegenthaleret al.1987; Schnellmannet al.
2002; Schwarz-Zanettiet al.2003) and in 1687 AD, triggered by the
spontaneous collapse of the Muota river delta (Hilbe & Anselmetti
2014a, b). Nowadays, the repetition of such an event would pose
a signi�cant danger for the densely populated lake shores and the
shore infrastructure.

We carry out site characterization at several subaquatic slopes
using ambient vibration data recorded by nine Ocean Bottom Seis-
mometers (OBS). Waves propagating at the �uid–solid interface
in the offshore environment with similar properties to Rayleigh
waves, which propagate at the air–solid interface onshore, are called
Scholte waves and can be analysed with the techniques usually ap-
plied for Rayleigh waves, although the forward modelling algorithm
has to be adjusted to take into account the water layer (Muyzert
2007; Maraschini2008; Nguyenet al.2009; Foti et al.2018; Tomar
et al. 2018). In comparison with onshore measurements, several
new challenges, such as distorted geometry of the array, unknown
seismometer location and orientation, or clock drift of the recorder,
arise in the offshore environment and require additional �eldwork
(e.g. high-resolution multibeam bathymetry mapping of the site,
active seismic experiments) and data pre-processing steps (Ander-
son et al. 1987; Duennebieret al. 1987; Jurkevics1988; Oshida
et al.2008; Ao et al.2010; Hannemannet al.2013; Goúedardet al.
2014; Doran & Laske2017; Hableet al.2018; Le et al.2018). For
the analysis of the collected data, we apply different single-station
and array techniques. Single-station methods utilize 3-component
recordings of one station and allow determining the fundamental
frequency of the site from the spectral ratio of horizontal-to-vertical
components (H/V ratio; Nakamura1989), the Scholte wave ellip-
ticity using RayDec (Hobigeret al. 2009) and the polarization pa-
rameters of the soil particle motion (Vidale1986; Burjáneket al.
2010, 2012). However, single-station techniques cannot provide the
S-wave velocity structure of the subsurface without additional con-
straints to the subsurface model due to the non-uniqueness of this
inversion problem (e.g. Hobigeret al. 2013). Improper constraints
on the subsurface model might also bias the outcome of the analy-
sis. At the same time, array techniques utilize the data of all array
sensors together and allow the extraction of surface-wave phase ve-
locity dispersion curves and azimuthal information for the recorded
surface waves using different approaches: Three-Component High-
Resolution Frequency-Wavenumber technique (3C-HRFK; Capon
1969; Poggi & F̈ah 2010; Watheletet al. 2018), Modi�ed Spatial
Autocorrelation (MSPAC; Aki1957; Bettiget al.2001) and Wave-
�eld Decomposition (WaveDec; Maranò et al.2012). The acquired
dispersion and ellipticity curves of surface waves carry informa-
tion about mechanical properties of the subsurface. Hence, we can
jointly invert these data for theS-wave velocity pro�le (Scherbaum
et al.2003; Watheletet al.2004; Arai & Tokimatsu2005; Wathelet
2008; Poggi et al. 2012; Fazlavi & Haghshenas2015; Ullah &
Prado2016; Gouveiaet al.2018). In this work, we perform a joint
inversion using a newly developed algorithm for the multizonal
transdimensional Bayesian inversion (Halloet al.2021).

As a �nal result, we get important information about the internal
slope structure and sediment properties which allow us to better
understand the stratigraphy and variability of the sedimentary cover
for the investigated sites. Quantitative data regarding the fundamen-
tal frequency of resonance andS-wave velocity pro�le can be later

used for the assessment of stability and non-linear behavior of the
potentially unstable areas.

2 R E G I O NA L S E T T I N G , S I T E
S E L E C T I O N A N D A R R AY
C O N F I G U R AT I O N

2.1 Regional setting

Lake Lucerne is a fjord-type perialpine lake in central Switzerland.
It has a total area of 114 km2, maximum depth of 214 m and its
surface is at a mean level of 433.6 m a.s.l. Lake Lucerne consists
of seven basins �lled largely by lacustrine and glaciolacustrine sed-
iments with a maximum thickness of up to 200 m. All the basins
are carved in the bedrock consisting of Swiss Molasse and Helvetic
nappes. Some of the basins are separated by moraine ridges (Finckh
et al.1984; Hilbe et al.2011; Strupler2012). The shores of the lake
are densely populated and bear a well-developed infrastructure.

Although large-scale earthquakes (Mw > 6) are quite rare in
Switzerland, they can cause far-reaching and very costly damage
and lead to numerous fatalities (Fäh et al. 2016a; Wiemer et al.
2016). In Lake Lucerne, a tsunami has occurred in 1601 AD after
theMw 5.9 Unterwalden earthquake (Schwarz-Zanettiet al.2003).
This earthquake caused numerous sublacustrine and subaerial mass
movements that generated a tsunami with up to 4 m wave height
followed by a seiche that lasted for several days (Siegenthaleret al.
1987; Schnellmannet al.2006; Hilbe & Anselmetti2014a).

2.2 Site selection and available data sets

We carried out site characterization measurements at six selected
locations: Chindli (CIA), Ennetb̈urgen (ENA and ENB), Muota
(MUA), Nase (NAA) and Weggis (WED; Fig.1a, Table1). These
sites represent sublacustrine slopes of different geomorphological
settings (delta, hemipelagic lateral slopes and moraine ridges; Hilbe
& Anselmetti 2014a). Several previously acquired data sets were
used to de�ne the location of the arrays at the selected sites:

(i) A high-resolution bathymetry map (Fig.1a; Hilbe & Anselmetti
2014a) was used to de�ne the lake �oor gradient and the sites large
enough to accommodate the designed array size.
(ii) Re�ection seismic pro�les (Fig.1a) collected with a single-
channel 3.5 kHz pinger source, ‘centipede-sparker’ with 150–
1500 Hz central frequency and 1 in3 airgun with 120–1600 Hz
central frequency (Schnellmannet al.2005; Hilbe et al.2011; Stru-
pler 2012) were used to estimate the thickness of shallow (ca. �rst
2–10 m) slope sediments (Fig.1b).
(iii) The mass movement history of the lake (Schnellmannet al.
2002; Strasseret al.2011; Hilbe & Anselmetti2014a, b) was anal-
ysed to select potentially unstable slopes.
(iv) Coring and Cone Penetration Testing were performed at target
areas to check that the lake sediments can bear the OBS weight
(Strasseret al.2007; Shynkarenkoet al.2018).

Based on this information and on-site gained experience, we
selected the most suitable locations for our investigations as the sites
that have not failed recently, have low-to-moderate slope gradient
(usually between 0� and 15� ), relatively homogeneous sediment
cover and enough space for array deployments, taking into account
possible instrument drifts (from our experience up to 30 m) while
descending in the water column in a free-fall mode.
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Figure 1. (a) Bathymetric map of Lake Lucerne (Source: Federal Of�ce of Topography; Hilbe & Anselmetti2014b) showing the location of the six study sites
(CIA, ENA, ENB, MUA, NAA and WED) and the position of the OBS stations (red circles). Grey lines represent existing re�ection seismic pro�les, the black
line refers to the pro�le in (b). The coordinates are given in WGS84 coordinates; (b) Example of a re�ection seismic pro�le close to array NAA in depth and
two-way traveltime (TWT): interpretation of the data acquired by Schnellmannet al. (2002).

2.3 Array conÞguration

After the site selection, the array geometry was planned depending
on the expected subsurface structure, target array response and
the number of available instruments (Maranò et al. 2014; Kennett
et al. 2015; Foti et al. 2018). In total, we were operating nine
OBSs: eight with LOBSTER frame and one with NAMMU frame.
Except for the frame, all other components of the OBS are the same:
Trillium Compact 120s broad-band seismometer, 32-bit data logger
‘6D6’, hydrophone, titanium pressure tube with a battery pack and
electronics, and titanium releaser KUMQuat.

At each site, an array measurement using eight or nine OBS
stations (which can be also analysed as eight or nine independent
single stations) with an acquisition time between 1 day and 2 months

was performed. The difference in the arrays’ acquisition times is
due to the limited duration and number of �eld campaigns.

For the 9-station arrays, we used a spiral-arm geometry (three
circles with three stations in each; the radius of the following circle
is 2.2–2.5 times larger than the previous one; the stations of the
following circle are rotated by 25–35� with respect to the previous
one). In one case (array MUA), we operated only eight OBSs and
used a circular geometry (one central station and seven stations on
the circle; Table1). Due to the previously mentioned drift of the
OBS in the water column while descending to the lake �oor, the
�nal geometries of the arrays are distorted from the planned ones
(Fig. 2 and Section 2 of the Electronic Supplement). The layouts of
the arrays and the lake �oor morphology below them are shown in
Fig. 2.
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Table 1. Information about analysed arrays.

Array and Geomorpho- Geometry Duration of the Water Slope angle Min and Max
Site name logical type and # of measurement depth below the interstation

of the slope the stations [days] [m] stations [� ] distance [m]

CIA
Chindli

Moraine
ridge

Spiral,
9 stations

3 47.3–61.1 7.0–26.5 11.3–177.6

ENA
Ennetb̈urgen

Lateral
hemipelagic

Spiral,
9 stations

2 30.9–41.4 2.0–10.8 14.9–152.5

ENB
Ennetb̈urgen

Deltaic Spiral,
9 stations

53 19.2–49.0 4.5–11 20.6–218.0

MUA
Muota

Deltaic Circular,
8 stations

5 38.9–61.6 8.5–10.8 32.6–127.9

NAA
Nase

Moraine
ridge

Spiral,
9 stations

1 36.3–66.4 2.0–14.8 28.6–232.2

WED
Weggis

Lateral
hemipelagic

Spiral,
9 stations

2 22.5–47.9 4.3–9.8 16.0–192.1

3 M E T H O D S A N D DATA P RO C E S S I N G

For data processing, we apply different single-station and array
ambient vibration techniques. Due to the speci�cs of the experiment,
we also developed data pre-processing tools required for the array
data analysis and carried out a mode attribution analysis before
the inversion. For the inversion, we take advantage of a recently
developed tool for transdimensional inversion (Halloet al. 2021).
In the following, we provide the details of the techniques applied.

3.1 Single-station methods

Single-station methods focus on the ground-motion polarization
of ambient vibrations at a site. The acquired spectral properties
allow us to compare different sites in terms of spatial variability in
resonance frequency and sediment thickness. The following single-
station techniques are applied to our data:

(i) H/V spectral ratio(e.g. Nakamura1989; Fähet al. 2001, 2009;
Poggiet al. 2012)—the horizontal-to-vertical spectral ratio allows
the identi�cation of the fundamental frequency of resonance of the
site and the presence of strongS-wave velocity contrasts in the soil
pro�le. The H/V curves were estimated using a continuous wavelet
transform to produce an accurate time-frequency representation of
the noise signal. All three components of particle motion are treated
separately, horizontal components are combined through the vector
summation. To increase the robustness of the estimate, we divided
the recording into 60 s time windows and averaged the resulting
H/V curves over 6-hour-long time series.
(ii) RayDec(Hobigeret al.2009)—this technique allows us to ob-
tain the Scholte wave ellipticity curve using the random decrement
technique (Asmussen1997): for every positive zero-crossing on
the vertical component of a �ltered signal, the signal of all three
components is stacked, shifting the horizontal components by a
quarter of the period corresponding to the current frequency. The
two horizontal components are projected in the direction maximiz-
ing the correlation with the vertical component. All stacked signals
on the vertical and horizontal components are summed and the
Rayleigh/Scholte wave ellipticity is calculated as theH/V ratio of
the resulting signals. The 2-hour signal was cut into 10 windows,
which were analysed separately; the resulting curves were averaged.
(iii) The polarization analysis(Burjáneket al. 2010, 2012)—this
time-frequency analysis determines the polarization ellipsoid of the
particle motion: the ellipticity as described in Burjáneket al.(2010)
is de�ned as a parameter ranging from 0 (linear particle motion) to 1

(circular particle motion), the dip is the inclination of the horizontal
polarization ellipse, and the strike indicates the horizontal direction
of the major axis of this ellipse. In this way, 2-D resonances can
be identi�ed. The sensor orientation has to be corrected before the
polarization analysis (see Section 3.2.1). Two-hour-long recordings
were used for the polarization analysis.

Properties of the particle motion as acquired by the single-station
techniques (H/V spectral ratio or Rayleigh wave ellipticity curve)
can be used for inversion on theS-wave velocity pro�le below the
station (F̈ahet al.2003; Hobigeret al.2013; Berbelliniet al.2019).
Nevertheless, such an inversion requires additional constraints as it
is an inherently non-unique inverse problem.

3.2 Array methods

3.2.1 Array data pre-processing

Array methods provide the possibility to determine the propagation
parameters of seismic waves. During the array data processing, we
can extract the Love and the Scholte wave phase velocity disper-
sion curves, but due to the speci�cs of the offshore experiment,
additional pre-processing steps are required before the proper array
analysis. Passive seismic arrays require (i) accurate instrument lo-
cation, (ii) correct time stamps of the data and (iii) knowledge of
the seismometer orientation. However, when applying passive array
techniques in a lake environment using OBS, the following issues
arise: (i) �nal position and orientation of the horizontal components
of the seismometer are unknown as the instruments are deployed
in a free-fall mode and can drift within the water column; (ii) time
drift of the OBS internal clock due to the missing connection to the
GPS underwater. To resolve these issues, we applied the following
techniques to all stations:

(i) To localize the OBS on the lake �oor, a multibeam bathymetry
mapping survey was performed at the array site using a Kongsberg
EM2040 multibeam echo sounder in a 1� by 1� beam-width con�gu-
ration with 300 kHz operating frequency. The calculated bathymetry
raster has a lateral and vertical resolution of 0.5 and 0.1 m, respec-
tively (Hilbe et al.2011; Hilbe & Anselmetti2014a), and provides
detailed morphological information, allowing the identi�cation of
objects such as OBS on the ground. In addition to the depth informa-
tion, the amplitude of the backscatter intensity was also measured,
which is controlled by the signal attenuation in the water column, the
local relief of the lake �oor and the contrast of acoustic impedance
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Figure 2. Maps of the analysed arrays (see Table1): (a) Chindli CIA; (b) Nase NAA, blue triangle represents the station NAA04; (c) Ennetbürgen ENA; (d)
Weggis WED; (e) Ennetb̈urgen ENB; (f) Muota MUA. The coordinates are given in the Swiss Coordinate System LV95 with units of 1 m.

between water and sediment/objects on the lake �oor (Beyeret al.
2007), simplifying the identi�cation of the OBS. Moreover, dur-
ing the deployment and recovery of each station, we measured its
approximate position with the differential GPS (dGPS) to avoid
possible misinterpretations of the multibeam result. The combined

analysis of the multibeam and dGPS data provides an unambiguous
location of the OBSs on the lake �oor with a precision ofca. 0.5 m.
(ii) To correct the time stamps of the recorded data, we (a) either
performed airgun shootings on top of the array (using a Bolt 1 in3

airgun �lled with compressed air at 7–8 MPa pressure) and detected
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the arrival of the airgun-triggered pressure waves on the OBS hy-
drophone or (b) used the skew time (deviation between the GPS time
and instrument time) of the internal OBS clock measured after OBS
recovery. (a) The usage of the airgun signals for the time correction
is based on the fact that we know the source and receiver posi-
tions and exact shooting time, thus we can calculate the theoretical
source–receiver traveltime and compare it with the measured one.
Such an analysis of each airgun shot and an optimization process
to minimize the root mean square error allows the determination of
the skew time for each station. (b) Using the skew time means a
shift of the data time stamps for the last 2 hours of the recording
(used for the array analysis) for the measured skew time value of
the OBS clock, assuming it to be constant during that time window.
The airgun option is more complex, but it allows us to perform
time corrections at any time point of the recording when there are
available airgun shots, while the skew option is only applicable to
the last few hours of the recording due to the possible non-linearity
of the clock drift (it depends on the clock aging, meteorological
conditions etc.).
(iii) The correct orientation of the horizontal components of the
OBS is crucial for the proper separation of Love and Scholte waves
and for any other kind of analysis which needs an exact orientation
of sensors (e.g. polarization analysis). To properly orient the hori-
zontal components of the OBS, we also used airgun shootings with
a wide azimuth coverage around the measuring instruments and
estimated the back-azimuth of the recorded airgun signals. This ap-
proach is based on the knowledge that an airgun shot should produce
a pure compression-wave (P-wave) signal. In order to estimate the
orientation of the OBS horizontal components, we were looking for
the rotation angle which maximizes the signal energy on the radial
component, parallel to the direction of the airgun impulse propaga-
tion, and minimizes the signal energy on the transverse component.
The polarization of the airgun shot is estimated according to Ju-
rkevics (1988). The data are treated in 3-D and, as the airgun shot
point is located on the water surface and the sensor at the lake �oor,
the 180� ambiguity of the orientation is resolved by identifying
the upgoing direction as the one pointing at the airgun. To re�ne
and check these results, we performed a cross-correlation of the
horizontal components of different instruments at low frequencies
(usually in the range 0.2–0.5 Hz). An additional constraint for the
orientation of the horizontal components is the slope gradient: the
internal levelling system of the OBS is constructed in a way that
if the slope gradient is more than 5� , the east component is ori-
ented along the slope. Similarly to the airgun signal, it is possible to
use earthquake signals to correct the time stamps or orientation of
the seismometer components, provided that enough seismic events
were recorded during the operation time of the OBS. However, this
was not the case for our experiment.

As mentioned before, in this study, we used two different types of
OBS, which have the same electronic and measuring components,
but different size and aspect ratio between vertical and horizontal
dimensions of the frame. The base of the LOBSTER is larger than
its height and is stable while descending and settling on the lake
�oor, providing almost no chance for instrument overturning. At the
same time, the height of the NAMMU is larger than its horizontal
dimensions (bell-like shape) and poses a risk for overturning during
the descent or settling. This would lead to the failure of the level-
ling system and recording useless data. To overcome this issue, we
developed a tilt- and orientation-tracking device to determine the
tilt and the direction of maximum tilt of the NAMMU immediately

after the deployment (more details can be found in Section 1 of the
Electronic Supplement).

Together with the above-mentioned steps and to facilitate the
outcome of the array analysis, we checked the thickness of the
shallow (ca. �rst 2–10 m) soft sediment cover estimated from the
interpreted re�ection seismic pro�les and the variability of theH/V
and Scholte wave ellipticity curves for the array stations. In some
arrays, the responses of a few stations (the shape of the curves
and frequency of the peaks) are signi�cantly different from the
others. Their exclusion from the array analysis allowed a bet-
ter resolution of the phase velocity dispersion curves of surface
waves. One example of such a case is station NAA04 of array
NAA. While NAA04 was sitting on top of a thin sediment layer
close to the moraine outcropping (Figs1b and2b, the location of
NAA04 is marked by the blue triangle), the rest of the array was
sitting on a thicker homogeneous sediment cover. This difference
in the thickness of underlying sediments is also re�ected in the
shape of theH/V and ellipticity curves: for NAA04 they are signif-
icantly different from the curves for the other stations of this array
(Figs3b and d). Thus, station NAA04 was excluded from the array
analysis.

3.2.2 Array methods

After the pre-processing of the array data, we used 2-hour-long
recordings of all array stations and analysed them with the following
methods to derive the phase velocity dispersion curves of Scholte
and Love waves:

(i) 3C-HRFK(Fähet al.2008; Poggi & F̈ah2010)—3-Component
High-Resolution Frequency-Wavenumber technique, which allows
the estimation of Love and Scholte wave dispersion curves and the
Scholte wave ellipticity curve using high-resolution beamforming
applied to the three-component seismic recordings. The data of
the vertical component is processed as in Capon (1969), while the
analysis of the horizontal components is angle-dependent, meaning
that before processing each time window with Capon’s method, they
are projected in different angles with a step of 5� and the correct
azimuth is identi�ed in the direction of maximum coherence of the
signals.
(ii) WaveDec(Maraǹoet al.2012)—Wave�eld Decomposition tech-
nique, which allows estimating Love and Scholte wave dispersion
curves and the Scholte wave ellipticity curve using a maximum
likelihood approach. The contribution of different surface waves
is estimated for each time window and the parametrization of this
method allows a mixture of Bayesian Information Criterion and
Maximum Likelihood approaches.
(iii) MSPAC(Bettig et al. 2001)—Modi�ed Spatial Autocorrela-
tion technique, applied to the recordings of the vertical component
of seismic sensors to extract the Scholte wave dispersion curve
by computing the spatial autocorrelation coef�cient, based on the
SPAC technique (Aki1957). Station pairs are grouped in rings based
on the interstation distance, where for each ring an average cross-
correlation function which should correspond to a Bessel function is
computed. The derived Bessel functions are then inverted to de�ne
the Scholte wave dispersion curves.

These methods have different theoretical backgrounds and dif-
fer also in the performance depending on the composition of the
recorded wave�eld. Thus, it is bene�cial to apply all of them to
extract as much useful information as possible from the data. As
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Figure 3. (a and b) H/V spectral ratios for the array (a) MUA and (b) NAA; (c and d) Scholte wave ellipticity curves for the array (c) MUA and (d) NAA.

a result of the application of these array techniques, we can ex-
tract phase velocity dispersion curves for Scholte and Love waves
bounded by the array resolution limits (Watheletet al.2008).

3.2.3 Mode attribution analysis

Due to a relative lack ofa priori information on the geological
structure of the lake subsurface and the possible presence of lateral
heterogeneities, the attribution of the retrieved dispersion branches
to de�ned modes of Scholte or Love waves is not trivial (Fazlavi
& Haghshenas2015; Chieppaet al. 2020). Moreover, we might
observe shadows of strong Love waves in the Scholte wave analysis
and vice versa; such shadows need to be identi�ed and excluded

from the further analysis. Hence, before the actual dispersion curve
inversion we carry out a modal assignment procedure, inspired by
that of Maraschini & Foti (2010) and similar to that of Abdel Moati
et al. (2013); see also Bergamoet al. (2018) for an application to
Rayleigh waves.

The modal assignment procedure follows this work�ow:

(i) All the picked dispersion curves (retrieved by applying different
methods) are collected and subdivided according to the surface wave
type, i.e. Scholte or Love.
(ii) The data points which, according to expert judgement, belong
to a particular propagation mode, are manually selected and given
a de�ned mode number; the other data points are left withouta
priori modal assignment. In the current work, thisa priori modal
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attribution involved only data points assigned to the fundamen-
tal mode. We attributed the phase velocity estimates belonging to
the slowest dispersion branch to the fundamental mode, possibly
identi�ed by more than one processing method and, for Scholte
wave processed with 3C-HRFK analysis, at both radial and vertical
components.
(iii) We model the subsurface as a stack of six homogeneous layers,
overlain by the water column and overlying a half-space. This num-
ber of layers provides a �exible parametrization without introducing
an excessive number of unknowns. We de�ne wide but reasonable
boundaries for the geophysical parameters of these layers (vs, vp and
thickness; the density is attributeda priori). The approximate depth
range which they cover is de�ned by half of the maximum available
wavelength (Socco & Strobbia2004). This depth interval is divided
into six layers; the central value of the thickness range of each layer
increases logarithmically with depth. TheS-wave velocity bound-
aries are de�ned adopting a tentativevs based on the approximate
conversion of the identi�ed fundamental mode to avs-depth pro�le
(e.g. Abbis1981). The correspondingvp boundaries are de�ned by
imposing Poisson’s ratio ranges compatible with water-saturated
formations (0.4–0.5) for the layers closer to the lake bed, and lower
Poisson’s ratios (0.2–0.35) for the deeper formations.
(iv) A set of joint vs–vp pro�les is obtained by randomly extracting
values for the geophysical parameters within the pre-set boundaries.
The number of generated velocity models is between 250 000 and
750 000. For each model, the synthetic Love and Scholte wave
dispersion curves are computed. The modes from the fundamental
to the 4th higher mode are simulated.
(v) The collation between the experimental and each synthetic dis-
persion curve is summarized through the computation of a root-
mean-square error (RMSE):

RMSE=

��
�
� 1

n

n�

i = 1

�
di Š si

� i

� 2

, (1)

wheredi is theith data point (out ofn) of the experimental dispersion
curves with its associated uncertainty� i , andsi is its counterpart
from the synthetic curve. For the phase velocitiesdi attributeda
priori to a given propagation mode, the counterpartsi is the phase
velocity from the corresponding synthetic mode at the same fre-
quency. For the unassigned phase velocitiesdi , the counterpartsi is
the closest (in terms of phase velocity) data point having the same
frequency:di is therefore attributed to the mode having the clos-
est phase velocity at the same frequency. If the distance between
the unassigned experimental data point and the closest synthetic
value exceeds a threshold (set to 20 %), the experimental point is
identi�ed as an outlier and discarded from theRMSEcomputation.
(vi) The pairs of synthetic curves (Love and Scholte) that achieve
the lowest mis�t, are assumed to propose the most plausible modal
attribution. We visually collate the 20 best performing synthetic
curves with the experimental data; if they propose more than one
alternative for mode numbering (as in Maraschini & Foti2010),
we additionally compute the syntheticH/Vmicrotremorcurves for them
(forward modelling of Lontsiet al. 2019). We then compare these
curves with the experimentalH/V from the stations located at the
array centre. We �nally select the modal attribution corresponding
to theH/V curves with a better match with the experimental data,
focusing on the frequency band covered by surface wave dispersion
data.

This mode identi�cation procedure does not constitute the actual
inversion process, but a preliminary operation to determine the most

likely mode numbering for Love and/or Scholte wave dispersion
curves. The obtained modal assignments are then adopted in the
following phase of the actual inversion.

3.3 Inversion of dispersion and Scholte wave ellipticity
curves

An inversion for the subsurface structure from dispersion and/or
ellipticity curves of surface waves is a non-linear inverse prob-
lem (e.g. Parolaiet al. 2006; Hobiger et al. 2013). In particular,
Fäh et al. (2003) proposed a non-linear inversion of theH/V ra-
tio, Watheletet al. (2004) developed an optimization inversion of
dispersion curves of surface waves, Arai & Tokimatsu (2005) pro-
posed a joint iterative approach to the inversion of both types of
data, and Wathelet (2008) developed a joint inversion of both types
of data utilizing the neighbourhood algorithm. More recently, Li
et al.(2012) applied a non-linear Bayesian inversion of multimodal
Scholte wave dispersion curves.

In this work, we invert the dispersion and ellipticity curves jointly.
This allows us to better constrain the �nal model in terms ofS-wave
velocity and layer thickness (e.g. Fazlavi & Haghshenas2015; Ullah
& Prado2016; Gouveiaet al. 2018). For this non-linear inversion,
we use the multizonal transdimensional Bayesian inversion (Hallo
et al. 2021) implemented in the Neowet Coral software (more in-
formation on the offshore method approbation can be found in
Section 8 of the Electronic Supplement). A drawback of the widely
used standard optimization inversion techniques is a signi�cant in-
herent non-uniqueness as different velocity models may provide a
similar �t to the observed data. The used inversion approach utilizes
the Bayesian probabilistic framework (Tarantola2005; Bodinet al.
2012) and treats the number of layers in the model as an unknown
parameter of the inverse problem itself. The measured data and
model parameters are related through multidimensional conditional
probability density functions (PDF). The thickness of the layers is
parametrized on the logarithmic scale in order to re�ect the decrease
of the information available in measured data with increasing depth.
As the number of layers is not constraineda priori, the dimension
of the model space may vary. This feature allows the utilization of a
self-adapting mechanism, where models consist of as few layers as
possible, but not less than required by the observed data (Hallo &
Gallovi�c2020). For the exploration of such a model space, it utilizes
a reversible-jump Markov-chain Monte Carlo algorithm (Hastings
1970; Green1995; Sambridgeet al.2006) enhanced by the parallel
tempering of Markov chains (Sambridge2014). To suppress a pos-
sible dependency on the initial model and intrachain correlations,
Neowet uses multiple parallel chains with independent and random
initial models. For the forward modelling of Love wave dispersion
curves, it utilizes the geopsy package ‘gpdc’ (Watheletet al.2020).
The forward modelling of the Scholte wave dispersion and ellip-
ticity curves is performed using the Matlab codes developed at the
Geophysics Laboratory of Politecnico di Torino (Maraschini2008;
Soccoet al. 2011). To summarize, an important advantage of this
inversion method is that it suppresses the dependency on the ini-
tial model and does not require a prescribed number of layers or
their thickness ranges due to the utilized self-adopting data-driven
mechanism.

The main result of the inversion is represented by the posterior
PDF on the model space. However, to interpret the inversion result
and compare it with other investigations, a single representative
subsurface model is usually required. To comply with the standard
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optimization inversion approaches, we derive a Maximum Likeli-
hood (ML) model which has the lowest mis�t between observed and
modelled data. The ML model can be misleading due to over�tting
of generally uncertain data, so we derive also the Maximuma Poste-
riori (MAP) model which is representative in terms of the Bayesian
statistic. In particular, our MAP model is closest to the maximum
posterior marginal probability ofvs in terms of the L1-norm (Hallo
et al.2021). This model together with the uncertainty estimate from
the posterior PDF is then used for geological interpretation of the
subsurface structure.

3.4 Strategy for the geological interpretation of the
inversion results

To provide a geological interpretation for the derivedS-wave veloc-
ity pro�les of the subsurface and to attribute a lithological unit to
the range ofvs, we use the following strategy: (i) check the overall
range of velocities and the thicknesses of the identi�ed layers, (ii)
analyse the velocity variations along the pro�le and (iii) compare
the obtained data with the previously available knowledge from re-
�ection seismic pro�les, Cone Penetration Testing, sediment cores,
drilling reports and literature data.

The main lithological units of the subaquatic slopes previously
de�ned in Lake Lucerne are lacustrine, glaciolacustrine and glacial
sediments/moraine (Strasseret al. 2007; Strupler2012; Hilbe &
Anselmetti2014a). The lacustrine sediments are described as ho-
mogeneous to mottled silty clays with abundant organic material
(deposited in a Holocene lake); the glaciolacustrine sediments con-
sist of thinly laminated (mm to sub-mm-scale) clays and clayey silts
(deposited in a cold proglacial lake); the glacial sediments that are
often tilted and deformed are composed of thinly-laminated clayey
silts to silty clays with sparse (< 20 %) sand and medium-sized grav-
els (deposited in direct ice-vicinity or even ice-contact in front or
below the glacier). For the study sites in a deltaic setting (MUA and
ENB), we use additional lithological units and divide the lacustrine
succession into two sublithologies: �ne-grained sediments com-
posed of silty clays with the presence of sandy layers and probably
related to a comparably distal deltaic sedimentation (deposited as
distal deltaic sediments, quite similar to the normal lacustrine sed-
iments) and highly variable sediment sequences, consisting of the
coarse- to the �ne-grained material probably related to the proximal
deltaic sedimentation and mostly delivered by the in�owing river
(proximal deltaic sediments). From the geological map and previous
investigations (P�ffneret al. 1990; Greberet al. 1994; Hilbe et al.
2011; P�ffner 2018), the bedrock at the investigated sites consists
either of Cretaceous limestone/marl intercalation from the Helvetic
nappes (at NAA, ENA, ENB, CIA and MUA) or of Neogene clastic
Swiss molasse deposits composed of silty, sandy or conglomerate
material (at WED).

The lithological units described can be identi�ed on the inverted
S-wave velocity pro�les. For example, for the lacustrine sediments,
we expect relatively low vs values (below 100 m s–1; Caitiet al.1994;
Carr et al. 1998; Odumet al. 2004; Kugler et al. 2007; Vanneste
et al.2011); for the glaciolacustrine sediments, we expect relatively
stablevs values as we know that their shear strength is also quite
stable (Strasseret al.2007; Strupleret al.2017) and shear strength
can be related tovs (Longet al.2009; Qureshiet al.2013; L’Heureux
& Long 2017); for the glacial and proximal deltaic sediments, the
range ofvs might be quite wide and variable (Carret al. 1998;
Odum et al. 2004; Kugler et al. 2007; Hunter et al. 2016; Tong
et al. 2018). TheS-wave velocity of the bedrock strongly depends

on the weathering and glacially-induced deformations and can be
quite variable.

4 R E S U LT S A N D D I S C U S S I O N

Using different data processing techniques, we obtainedH/V and
Scholte wave ellipticity curves as well as the parameters of the
particle motion polarization for every single station of the arrays.
The array analysis was targeting the extraction of Scholte and Love
wave dispersion curves for the investigated sites. In the following,
we present results for selected stations and arrays; results for the
other stations/arrays can be found in Sections 3–7 of the Electronic
Supplement.

4.1 H /V spectral ratio estimation

Figs3(a) and (b) represent theH/V curves determined for each sta-
tion of two different arrays: MUA (deltaic slope) and NAA (moraine
ridge slope). The main outcome of theH/V analysis is the funda-
mental frequency of resonancef0 and the relative intensity of the
velocity contrasts related to the peaks in theH/V curves (stronger
velocity contrasts should produce a stronger peak). Moreover, the
variability of the resonance frequency between the stations of the
same array indicates the variability of sediment thickness (assum-
ing no lateral variability of theS-wave velocity). The presence of
several peaks in theH/V curves indicates the presence of several
strong velocity contrasts at depth.

For the array MUA,f0 is around 0.47 Hz and theH/V spectral
ratio at f0 has an amplitude between 10 and 10.5. This is very
similar across all the stations of the array, indicating a homogeneous
subsurface structure. The second peak between 4 and 6.5 Hz is more
variable in terms of frequency and amplitude. As it corresponds to
the shallower velocity contrast, we explain its variability by the
differences in sediment thickness and composition in the upper part
of the pro�le (as we are close to the delta of the Muota, the content
of clay, silt and sand in the upper part of the pro�le can signi�cantly
change over a short distance).

For the array NAA, we also observe two peaks, but in this case,
they are very close and both of them vary inside the array.f0 is
between 1.3 and 1.8 Hz, while the second peak ranges from 2.7
to 4.6 Hz. The variability of the peak frequency and intensity is
again explained by the changes of sediment thickness, which are
also observed on the re�ection seismic pro�les.

The other arrays (except WED) usually also have two peaks in the
H/V curves in the frequency range between 0.5 and 6 Hz; the H/V
amplitude of the second peak (� 10) is higher than the amplitude of
the �rst one (� 5–6). For array WED, we observe a single wide and
relatively �at peak.

4.2 Scholte wave ellipticity

Figs 3(c) and (d) represent the examples of the ellipticity curves
for the arrays MUA and NAA. Here again, we observe a more
homogeneous appearance of the curves for the array MUA and a
more heterogeneous picture for the array NAA. The most central
station of MUA is MUA08, and for NAA it is NAA07.

4.3 Polarization analysis

Figs 4(a) and (b) show an example of the polarization analysis
for the central stations of the arrays MUA and NAA, respectively.
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Figure 4. An example of polarization analysis results for the central stations MUA08 and NAA07 of the arrays (a) MUA and (b) NAA, respectively.

The polarization ellipticity curves show consistency with the H/V
and Scholte wave ellipticity curves: the peaks in the latter ones
correspond to low values of the polarization ellipticity, indicating
a linear polarization. The dip is usually between 0� and ± 10� ,
indicating a �at installation of the sensor on the ground. The results
for the different stations of the arrays are usually very similar and
there are no signs of possible 2-D polarization effects on the strike
plots. The results for different arrays vary due to the site-speci�c
topography and subsurface structure.

4.4 Scholte and Love wave dispersion curves

By applying different array processing techniques (3C-HRFK,
MSPAC and WaveDec), we could extract dispersion curves for
Scholte and Love waves, except for array WED, where we observe
only a Scholte wave dispersion curve, and the application of the
MSPAC technique, which provided Scholte wave dispersion curves
only for some arrays.

Fig. 5 represents the overlap of dispersion curves for the arrays
MUA and NAA detected using the different methods. The outcome
of each processing technique can be found in Section 6 of the
Electronic Supplement. We did not extract reliable Scholte wave
ellipticity curves from the array data, so they are not presented.
The theoretical array resolution limits were calculated according to
Wathelet (2008).

The dispersion curves, derived by different techniques, have dif-
ferent quality, resolution and extent. For example, MSPAC is limited
to the vertical component of the 3-component recording and allows
the derivation of the dispersion curves only for three arrays (ENA,
NAA and MUA) out of six. However, for the array MUA, the dis-
persion curve could be retrieved to lower frequencies than observed
with the other two techniques. WaveDec was successful for all ar-
rays, but in some cases the resolution of the frequency-wavenumber

plots was not very good and the delineation of the dispersion curves
was not straightforward. Among these three techniques, the 3C-
HRFK provided the most robust result, although the modal attri-
bution of the de�ned dispersion curves was still not very clear and
required post-processing represented by the mode attribution anal-
ysis. The combination of the results of all three techniques provides
the most robust estimation of surface wave dispersion curves and
an increased frequency extent.

Overall, the extracted dispersion curves cover a limited frequency
range between 0.5 and 4 Hz. The irregularities of the dispersion
curves can be mainly related to: (i) dif�culties with the data process-
ing, artefacts from the dispersion curve picking and pre-processing
steps which have to be applied to the data (e.g. time correction
or horizontal component re-orientation) and might affect the pro-
cessing results and (ii) the heterogeneity of the shallow subsurface
structure below the array stations. In the best case, the dispersion
curves cover the frequency range from the fundamental peak of
resonance to the onset of the left �ank of the secondH/V peak at
a higher frequency. High variability of the secondH/V peak within
the array indicates lateral variability of the shallow structure so that
fundamental mode surface waves change their properties inside the
array and are dif�cult to analyse with array methods that assume a
plane wave �eld.

For some arrays, the dispersion curves obtained with different
techniques overlap quite well and the mode identi�cation is straight-
forward (e.g. MUA and NAA), while for the other arrays the mode
attribution is not clear: we identi�ed a few possible mode attribu-
tions, which had to be veri�ed with the mode attribution analysis
(see Section 4.5). Additionally, if we compare dispersion curves for
the sites which belong to the same geomorphological types of the
slopes, they are quite similar: for the moraine ridge slopes (CIA
and NAA) we observe a more pronounced change of velocity and
a narrower frequency range for the dispersion curve; deltaic slopes
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Figure 5. Scholte and Love wave dispersion curves obtained for (a and b) array MUA and (c and d) array NAA using 3C-HRFK, MSPAC and WaveDec
techniques. S/L–Scholte/Love wave; Vert/Rad–vertical/radial component; 0 or 1: fundamental mode or �rst higher mode, respectively; HRFK–dispersion
curves obtained using 3C-HRFK; WaveDec–dispersion curves obtained using WaveDec; SPAC–dispersion curves obtained using MSPAC. The grey dashed
lines represent the theoretical array resolution limits.

(ENB and MUA) have the �attest and most continuous dispersion
curves that correspond to the massive amount of sediments which
can be found there; hemipelagic lateral slopes (WED and ENA)
have the lowest surface wave velocities in the upper part of the
pro�le (especially WED).

4.5 Mode attribution analysis

For three sites, the assignment of the modes was straightforward
(MUA, NAA and WED). The other sites (CIA, ENA and ENB)
required a mode attribution analysis before the inversion. We present
an example of the mode attribution analysis for array ENB in Fig.6;
for array MUA (Fig.7), the attribution of the �rst higher mode is
veri�ed.

For arrays ENB and MUA, we tested 750 000 and 250 000 dif-
ferent models, respectively. For both arrays, we used all dispersion

curves identi�ed during the data processing (Figs6a, b and7a,
b); selected segments were attributeda priori to the fundamen-
tal mode (black squares in Figs6c and7c). The resulting pairs of
Love/Scholte synthetic curves that best approach the experimental
data are grouped into three (ENB, Fig.6c) or two (MUA, Fig.7c)
different families (marked by different colours); each group pro-
poses a different modal assignment. To choose the most probable
assignment, we compared theH/V spectral ratio from a station in
the centre of the array (Fäh et al. 2009) with the syntheticH/V
curves (Lontsiet al. 2019) derived from the velocity models cor-
responding to the best-�tting curves from Figs6(d) and7(d). The
syntheticH/V curves follow consistent patterns for each family of
models. For ENB (Fig.6d), the syntheticH/V curves from the fam-
ily of models ‘C’ (red lines in Fig.6d) showed a better match with
the experimental curve, particularly at low frequencies; hence the
mode numbering proposed by this family of models was �nally
adopted (Fig.6c). For MUA, the family of models whose synthetic
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Figure 6. Mode attribution analysis for the array ENB. (a) Scholte and (b) Love wave dispersion curves obtained using different techniques (numbers identify
different dispersive branches without referring to the mode). The red diamonds and circles represent the targets for the inversion, as identi�ed from the mode
attribution analysis (Figs6c and6d). S/L–Scholte/Love wave; Vert/Rad–vertical/radial component; 0, 1, ...n - fundamental, �rst ornth higher mode. The
grey dashed lines represent the theoretical array resolution limits. (c) Collation between the experimental dispersion data (grey diamonds) and 20best-�tting
synthetic multimodal dispersion curves (continuous lines represent fundamental modes, dashed and dotted lines represent �rst and second higher modes,
respectively). (d) Comparison of theH/V curve from a station at the centre of the array (black line) and the simulatedH/V curves corresponding to the models
in Fig. 6(c).
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Figure 7. Mode attribution analysis for the array MUA. Figure layout is the same as in Fig.6.

H/V curves best approached the experimental curve was the fam-
ily named ‘A’ (yellow lines in Fig.7d); the corresponding modal
assignment was selected for the inversion (Fig.7c).

4.6 Inversion

The purpose of the inversion was to infer theS-wave velocity pro�le
(supplemented with an uncertainty estimate) of the site assuming

a horizontally layered 1 -D subsurface structure. Additionally, the
P-wave velocity and associated Poisson ratio were retrieved, but due
to the limited data quality, these parameters were poorly resolved
and are not presented in this section (see Section 9 of the Electronic
Supplement). The input for the inversion included the selected dis-
persion curves after the mode attribution analysis and parts of the
Scholte wave ellipticity from the analysis of the recordings of the
central array station obtained using RayDec. Each input data curve
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was supplemented with the uncertainty estimate (see Fig.8). Due to
the limited frequency range of the acquired dispersion curves, the
resolution and maximum resolved depth of the inferredS-wave ve-
locity pro�les was also limited. Adding the Scholte wave ellipticity
curves increased the resolution of the depth of the layer interfaces
with strong velocity contrasts (e.g. between the sediments and the
bedrock). The Scholte wave ellipticity derived using RayDec was
always attributed to the fundamental mode.

The resultant posterior PDF of the subsurface can be used for
the construction of the posterior marginal PDFs ofS-wave veloc-
ity, P-wave velocity, and associated Poisson ratio. These posterior
marginal PDFs can be visualized by 2-D histograms with the proba-
bility of having a certain velocity at a certain depth shown by colour.
They are also supplemented with representative ML and MAP mod-
els. In Figs8 and9 we present the inversion examples for the arrays
MUA and NAA: the �t between the experimental and modelled data
and the posterior marginal PDF onvs with the MAP and ML models,
respectively. The grey-shaded areas on the velocity pro�les in Fig.9
mark the depth with no resolution; in the unresolved part of the pro-
�le, the prior PDF is stronger than the evidence in the observed
data, and as a result, we observe random values of seismic wave
velocities at this depth. Based on the analysis of the single-station
data (Figs3a and c), we conclude that array MUA at the Muota delta
represents a site with laterally homogeneous subsurface structure.
The dispersion curves extracted for this array (Figs5a and b) are
very consistent between the different processing methods. For the
inversion at MUA, we used dispersion curves for the fundamental
and �rst higher modes of Scholte and Love waves, and the �anks
of the peaks of the ellipticity curve for the most central array sta-
tion (Fig.8a). The ensemble of the solutions sampling the posterior
PDF for this inversion (Fig.9a) includes 172 000 models, while
in total the inversion with parallel tempering explored more than
3 600 000 models (each inversion node had 20 chains on various
temperatures).

For site NAA, the dispersion curve segments are shorter (Figs5c
and d) and therefore the uncertainties are larger than for MUA. For
the inversion, we used dispersion curves for the fundamental mode
of Scholte and Love waves, and the �anks of the peaks of the ellip-
ticity curve for the most central array station (Fig.8b). The MAP
and ML models start to diverge below 27 m depth (Fig.9b). The
ensemble of the solutions sampling the posterior PDF for this inver-
sion includes 67400 models, while in total the inversion explored
more than 1 570 000 models.

For array MUA, the MAP and ML models are very similar, which
means that the solution is very robust. For array NAA, we see a
decent �t of the MAP and ML models in the upper 27 m, but below
they are quite different, meaning that the ML model corresponds
to a single local minimum of the mis�t but is not representative
in terms of posterior PDF for the complete ensemble of solutions.
Also note that the uncertainty (shape of the posterior PDF) increases
signi�cantly below this depth. For this reason, we always rely on
the MAP model and consider the uncertainty when interpreting the
inversion results. The �t between the experimental and modelled
data is quite good and the velocity structure is resolved down to
approximately 130 m depth for MUA and 125 m depth for NAA.
Below these depths, we do not have resolution due to the limited
frequency range of the dispersion curves (implied by very uncertain
posterior PDF). For MUA, thevS30 Š ML (wherevS30 is the average
S-wave velocity in the topmost 30 m) is equal to 130 m s–1 and
vS30 Š MAP is 130 m s–1, while for NAA, the vS30 Š ML is equal to
125 m s–1 andvS30Š MAP is 121 m s–1.

In the following, we provide a lithological interpretation of the
velocity pro�les obtained at each site.

4.7 Geological interpretation of the S-wave velocity
proÞles

Following our strategy for the geological interpretation of the inver-
sion results, we assigned the lithological units to the derivedS-wave
velocity pro�les. The typical lithological units met in Lake Lucerne
(i.e. lacustrine, glaciolacustrine, glacial and proximal/distal deltaic
sediments) were identi�ed on the invertedS-wave velocity pro�les
(Figs 10–12). Although the derived MAP and MLvs models are
very similar, we used the MAP models for the geological inter-
pretation as they are representative in terms of the PDF. Table2
provides a summary of the possible ranges ofS-wave velocities for
different lithological units (as observed in our data and con�rmed
by previous studies mentioned in Section 3.4).

The maximum resolved depth of theS-wave velocity pro�les is
represented by the dashed horizontal lines. Below this maximum
depth, our measurements do not constrain the inversion and we can
only see the random values from prior parameter distribution, but
not the real properties of the investigated site. Thus, the bedrock
depth is not resolved in ourvs pro�les. Table3summarizes the infor-
mation about the thickness of different lithological units at different
sites, as revealed by the inversion results. Our interpretation of the
S-wave velocity pro�les is also compared with existing data from
seismic re�ection, sediment core and drill core data. This compar-
ison, as described in the following paragraphs, shows that ambient
vibration techniques allow us to extract reliable information on the
subsurface structure in offshore environments and can thus be used
in areas where conventional methods (e.g. re�ection seismic) are
not successful.

At CIA, the interpreted vs pro�le has 2.2 m of lacustrine and
9.8 m glaciolacustrine sediments. These thicknesses compare well
with the results of two borehole drillings in a distance of 350 and
450 m from the array which recorded around 4 m of lacustrine
deposits and around 9 m of glaciolacustrine sediments on top of the
moraine (Freimoser & Gautschi1991).

At NAA, the estimated thickness of the lacustrine sediments is
4.3 m. This result �ts with the stratigraphy of the sediment core
4WS11-MO6, retrieved in 2011 by Strupler (2012) at the array site
NAA, where the thickness of the lacustrine sediments is 4.1 m. This
is also in line with the interpretation of re�ection seismic data at
this location, which gives the thickness of the lacustrine sediment
cover between 4 and 8 m.

At WED, the total thickness of lacustrine and glaciolacustrine
sediments is estimated to be 3.5 m (it is not possible to differen-
tiate them, probably due to the very small thickness of glaciola-
custrine material). The sediment core 4WS05-K6 retrieved in 2005
by Strasseret al. (2007) at ca. 600 m distance from array WED,
covers the same sediment sequence, with 2.5 m and 1.2 m thickness
of lacustrine and glaciolacustrine sediments, respectively. The total
thickness of both units, retrieved from the re�ection seismic pro�les
below the array, is in the range 3.1-8.3 m. Our thickness estimate is a
bit smaller than in the previously available data due to the variability
of the sediment thickness below the array and considerable distance
from the array to the coring location. The results of an available
deep onshore drilling allow us to describe the bedrock below the
array as sea molasse consisting mostly of conglomerate sandstones
and conglomerates (Greberet al.1994).
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Figure 8. The �t of the synthetic data to the experimental data (dispersion curves of a fundamental and �rst higher mode of Scholte and Love waves and
ellipticity of the fundamental mode of Scholte wave) for the array (a) MUA and (b) NAA: the grey curves represent 200 random models from the ensemble
of solutions to show the scatter of possible inverse problem solutions with different mis�t (i.e. posterior predictive distribution); the black points with the data
errors represents the experimental data; the blue and purple curves are the ML and MAP models, respectively.

At ENB, the maximum resolved depth is around 103 m. The
upper 3.6 m consist of distal deltaic sediments, followed by 50.7 m
of proximal deltaic sediments. To identify the deeper lithological
units in the sediment pro�le, the result for this site can be compared
with the result of an onshore ambient vibration survey carried out at
Buochs (Fig.1 a; Hobigeret al.2017, 2021). Both sites should have
the same material source for the proximal deltaic and subjacent sed-
iments. Fig.13shows the MAP vs pro�le for array ENB and the best
six pro�les obtained for different parametrizations of the inversion
onshore with the vs of the upper 20 m measured using a Seismic
Cone Penetration Testing. Below 35 m, the S-wave velocities for
both onshore and offshore sites are quite similar, allowing us to use
the vs pro�le obtained for Buochs for site ENB below 103 m depth.
Therefore, the bedrock for ENB may be below 300 m, but the depth
resolution of the onshore inversions is not constraining the bedrock
depth reliably. The material between 103 m depth and the bedrock
can be provisionally interpreted as a succession of deltaic deposits

and/or glacial deposits and/or weathered marl/limestones from the
Helvetic nappes.

At ENA, we resolved 4.6 m of lacustrine sediments, followed by
10.1 m of glaciolacustrine sediments and at least 130 m of glacial
deposits. There is no previously available information about the
subsurface structure at this site. Based on the comparison of the
vs pro�le at ENA with the ones at WED and NAA, ENA, which
was de�ned as a hemipelagic slope before the analysis, is actually
closer to the moraine ridge slope and probably can be considered
as an intermediate case between the hemipelagic and moraine ridge
slope.

At MUA, the upper 3.4 m of the subsurface consist of distal
deltaic sediments, which are followed by at least 125 m of proximal
deltaic sediments. Although there is also no previously available
data about the structure of the subsurface at MUA, we expect this
site to be similar to the other deltaic site, ENB. Thus, we assume
that the proximal deltaic deposits at MUA should be followed by
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Figure 9. S-wave velocity pro�le at site (a) MUA and (b) NAA and zoom
to the upper 20 m. The colour represents the probability of the posterior
marginal PDF; the blue and purple curves are the ML and MAP models,
respectively. The shaded area marks the part of the pro�le with random
values of velocity where we don’t have resolution.

the glacial sediments, but we cannot clarify this due to the limited
data resolution of the retrieved vs pro�le.

To summarize, the presented S-wave velocity pro�les and inter-
preted sediment units �t the previously available coring and drilling
data (Freimoser & Gautschi1991; Greberet al.1994; Strasseret al.
2007; Strupler2012) and provide new information about the deeper
part of the subsurface structure (in some cases down to 150 m). Es-
pecially the latter is of high importance for the deltaic sites because
this work represents the �rst successful attempt to extract quantita-
tive information on the sediment thickness of the deltaic settings of
Lake Lucerne. Moreover, the obtained data match the expectations
from theH/V analysis: for example,f0 for array MUA is lower than
for array ENB, indicating a thicker package of the sediments, while
the amplitude of the peak atf0 for MUA is higher than for ENB,

which means a stronger velocity contrast. In the resulting pro�les
for these arrays, the proximal deltaic deposits at MUA are thicker
than at ENB, while theirS-wave velocity at MUA is lower than at
ENB, clearly explaining the differences inf0 and amplitude of the
H/V peak between these two arrays. With further investigation, we
will utilize the obtained information about the subsurface structure
and sediment properties as input data for the analysis and mod-
elling of seismic response and stability of subaquatic slopes in the
lake environment. Thevs pro�les already show that the shallowest
part of the subsurface has very lowvs and strong velocity contrasts
are present at different depth levels. This information points to-
wards the possibly relatively high (nonlinear) seismic ampli�cation
(Celebiet al. 1987; Choi & Stewart2005; Gautam & Chamlagain
2016) and subsequent earthquake-triggered mass movements at the
locations investigated.

5 C O N C LU S I O N

In this work, we present the results of the shallow water site char-
acterization surveys in Lake Lucerne for potentially unstable sub-
aquatic slopes. We deployed nine Ocean Bottom Seismometers at
different locations in the lake and, in total, performed six success-
ful array measurements with the subsequent application of single-
station and array data processing techniques. The single-station
data allowed us to derive the fundamental resonance frequencies
and Scholte wave ellipticity curves, and to qualitatively assess the
variations in the subsurface structure below the array. Before pro-
cessing the array data, we established a work�ow to address the
challenges related to the imprecise OBS location, unknown seis-
mometer orientation and shifted data time stamps. This work�ow
involved carrying out additional �eld experiments and development
of data pre-processing tools. To estimate the dispersion curves of
surface waves, we applied three different processing techniques: 3C-
HRFK, WaveDec and SPAC. Each of them allowed us to resolve the
dispersion curves of Scholte and Love waves over relatively short
frequency bands at the locations investigated. Due to the lateral
variability of the thickness of the sedimentary cover, the picking
of dispersion curves was not straightforward for most of the sites,
but the combination of all techniques improved the resolution and
extent of the dispersion curves. The most robust results in terms
of dispersion curve delineation and continuity for all arrays were
obtained from the 3C-HRFK method. The unclear mode attribution
of the estimated dispersion curves was addressed by using the mode
attribution analysis before the actual inversion. The single-station
data analysis and previously available data sets (e.g. re�ection seis-
mic pro�les) were also taken into account during the array data
processing and some stations were excluded from the analysis. Af-
ter these steps, we performed a joint inversion of the dispersion and
ellipticity curves to infer the S-wave velocity pro�les at all examined
sites. The target ellipticity curve was selected as the ellipticity curve
from the most central station of the array. For the inversion, we used
the newly developed codes for the transdimensional Bayesian inver-
sion which allowed us to obtain also representative models of the
subsurface and an uncertainty estimate (by means of the posterior
PDF).

For each of the obtainedvs pro�les, we provided a geological in-
terpretation to differentiate between the available lithological units
and compare the depth pro�le at different geomorphological types of
the slopes, i.e. lateral hemipelagic slope, deltaic slope and moraine
ridge slope. A comparison of the newly acquired data with previ-
ously available information showed a good match and allowed a
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Figure 10. MAP and MLS-wave velocity pro�les (red and blue curves, respectively) with assigned lithological units for (a) Chindli CIA and (b) Nase NAA.

(a) (b)

Figure 11. MAP and MLS-wave velocity pro�les (red and blue curves, respectively) with assigned lithological units for (a) Ennetbürgen ENB and (b) Muota
MUA.

better understanding of the stratigraphy of the investigated sites.
Moreover, our results showed a possibility to use non-destructive
seismic methods to resolve the structure of the subaquatic slopes.
This is especially bene�cial at sites where common imaging meth-
ods (e.g. re�ection seismic) are not working, as for example experi-
enced for the deltaic slopes at MUA and ENB. Our data represents
the �rst information on the thickness of the sediment cover at these
sites. The other alternative to image the subsurface at such loca-
tions could be drilling, but it is neither cheaper nor less complicated
than the ambient vibration survey. Overall, the experiments we per-
formed using passive seismic techniques allowed us to resolve the
general structure of the slopes, in some cases down to more than
150 m depth. The shortcoming of our results is a limited resolution
in the very shallow and very deep parts of the subsurface pro�le,
caused by the limited frequency extent of the experimental data.
Consequently, we were not able to resolve the bedrock depth or the
very thin sediment layers which compose the shallowest part of the
soil pro�le.

Our investigations were carried out at the potentially unstable
subaquatic slopes and the obtained results will contribute to the
assessment of their seismic response and tsunamigenic potential.
In particular, the resolved lithological and S-wave velocity pro�les
provide an important information related to the subsurface struc-
ture and properties of the failure-prone sediments. Additionally,
for each of the investigated slopes we observed very low (below
50–100 m s–1) S-wave velocities in the near-surface part that indi-
cates a high probability of signi�cant seismic ampli�cation in these
sediments.
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(a) (b)

Figure 12. MAP and MLS-wave velocity pro�les (red and blue curves, respectively) with assigned lithological units for (a) Ennetbürgen ENA and (b) Weggis
WED.

Table 2. Range ofS-wave velocity values for different lithological units.

Table 3. Thickness of the lithological units observed at our study sites.
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Figure 13. Comparison of the MAP S-wave velocity pro�le for array ENB
(bold black line) and the best ML models for Buochs (Hobigeret al.2017,
left) and zoom to the upper 60 m (right). The black dashed line on the left
�gure represents the maximum resolved depth at ENB.
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